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set to AS‐NZS3760

Meggar PAT400 Series PAT410 3050 Once programmed 10000 Downloads to USB Stick
PAT420 3500 10000 Downloads to USB Stick
PAT450 4000 10000 Downloads to USB Stick

PAT300 Series PAT310 2150
PAT320 2650

Seaward Primetest 50 850
100/3760 1000 Same as Primetest 3760
250 1400 Both
350 3900 Once Programmed non‐qwerty 8000 USB Download, Bluetooth printer and scanner compatible

Europa Plus 3650 5000
Supernova Elite 3850 5000

Kewtech KT71 n/a Same as Kyoritsu 6201 A
KT72 n/a Same as Kyoritsu 6201 
KT76 n/a Once Programmed
KT77 n/a Once Programmed ? USB Download

Benning ST710 n/a
ST720 n/a Both n
ST750 2000 100000 SD card data storage. LCD touch screen

Metrel AlphaPAT MI2142 2300 1100
Delta GT MI3309 1700 Both 1500 uploadable from PC
Gamma GT MI3311 n/a 1500 uploadable from PC
Omega GT MI3305 n/a 6800
Beta MI3303 3900 6800
Beta GT MI3304 4850 6800
Sigma GT MI3310 4650 Both 6000
Sigma GT MI3310A 5000 Both 6000 Bluetooth compatible

Fluke 6000 Series 6200 2550 5000
6500 3600 On SD Card n

Aegis Patrol Pro CZ5000 1000 Both
CZ5001 1200 Both

Martindale HandyPAT HPAT500 900
HPAT600 1400 200

EasyPAT 1600 n/a
2100 n/a

MicroPAT Plus n/a 1250

Ethos 9120 850 Same as Seaward Primetest 50
9125 1000 Same as Seaward Primetest 100
9600 3850 Once Programmed non‐qwerty 8000 USB Download, Bluetooth compatible. Same as Primetest 350
9500 3650 5000 Same as Seaward Europa

Kyoritsu KEW 6201A 1500
6202 1800

U‐Test 376t 1100

Easytest miniPAT 1200
Duo 1500
Tradie 1650
Mega 1900

Trio SafeTcheck Pro Logger 3100  Comes with stainless steel cloak
Trio‐LCB 1000

WaveCOM TNT el 1100‐2100 
elx 2400
Plus 1750
PlusM 2500 5000
PlusX 3400
3PLM 9000 5000

Transmille 5080 n/a 1000
6080 n/a 1000
6080+  n/a 1000

Comprehensive
Sold 

Separately
Other

Software

Make Name Model
Avg Price (ex 
GST) 2012 Included 

in Price

3 Phase Testing 
using separate 
instrument Mini Direct Thermal Thermal Transfer

Tough Label 
Stock 

availabledifferential
Polarity

Portable Installation

3 Phase testing with 
additional Clamp 
used through PAT25A 250V 500V Touch substitute Manual Test Settings

Full Qwerty 
Keypad

Actual Test 
Results 

Displayed 100mA 200mA

Flash Test 
(Degredation 
Test) normally 
only used for 
production line 

testing

Suitable for a 
Competently 

Trained Person to 
Use

Label PrintersTest Settings
Autotests 

firmware upgradeable

Earth Test Insulation Test Leakage RCDs

10A

Computer Downloadable

Manual 
Only

Downloadable Tests StoredUploadable
Battery 
Powered


